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Id Number Title Year Organization Page
1 PS22007D ADJUSTER ASSEMPLY SAFETY SHOULDER HARNESS BELT 2018 PIA 0
2 PS22017D SNAP PARACHUTE HARNESS QUICK-FIT EJECTOR 2018 PIA 0
3 PS27763C Cone-Releasing Parachute Pack 2018 PIA 0
4 PS70121G SNAP CONNECTOR-PARACHUTE CHEST TYPE PACK 2017 PIA 0
5 PS27762D Ring-Reefing Parachute 2017 PIA 0
6 PIA-C-44378E CLOTH PARACHUTE NYLON LOW PERMEABILITY 2017 PIA 0
7 PIA-T-38328C TAPE TEXTILE NYLON AROMATIC NONMELTING REINFORCING 2017 PIA 0
8 PS70106C Grip Parachute Rip Cord Cloverleaf 2017 PIA 0
9 PS24553C Link Connector Parachute Seperable Heavy Duty Assembly of 2017 PIA 0
10 PIA-W-1100B WEBBING TEXTILE NYLON TUBE EDGE 2017 PIA 0
11 PIA-STD-

1480F
COLOR CODES FOR WEBBING TEXTILE; MANUFACTURES IDENTIFICATION 2017 PIA 0

12 PIA-TEST
METHOD-
4108E

STRENGTH AND ELONGATION BREAKING; TEXTILE WEBBING TAPE AND BRAIDED ITEMS 2017 PIA 0

13 PIA-TEST
METHOD-502

TEAR STRENGTH SELVEDGE GEOTEXTILE 2017 PIA 0

14 PS70101D ADAPTER REVERSIBLE QUICK FIT 500 LB; 1-3/4 INCH 2016 PIA 0
15 PIA-TEST

METHOD-
504A

CURVATURE TEST METHOD FOR NARROW FABRIC TAPES AND WEBBING 2016 PIA 0

16 PS70107B Pin Parachute Rip Cord Locking 2016 PIA 0
17 PIA-T-5608E TAPE TEXTILE: WEBBING TEXTILE NYLON 2016 PIA 0
18 PS27756C Snap Hook Parachute Lanyard 2016 PIA 0
19 PIA-W-5664C WEBBING TEXTILE ELASTIC 2016 PIA 0
20 PIA-W-25361C WEBBING TEXTILE POLYESTER LOW ELONGATION 2016 PIA 0
21 PS22004C ADJUSTER LAP AIRCRAFT SAFETY BELT 2016 PIA 0
22 PIA-C-5651C CORD ELASTIC EXERCISER AND SHOCK ABSORBER FOR AERONAUTICAL USE 2015 PIA 0
23 PS70087C Clevises Suspension Air Delivery-Type 1 2015 PIA 0
24 PIA-C-2754D CORD POLYESTER CORELESS 2015 PIA 0
25 PIA-T-5661D TAPE AND WEBBING TEXTILE WOVEN REINFORCING COTTON 2015 PIA 0
26 PIA-W-1101 WEBBING TEXTILE POLYESTER TUBE EDGE 2015 PIA 0
27 PIA-T-5666D TAPE TEXTILE NYLON MULTIPLE TUBULAR 2015 PIA 0
28 PIA-W-5625F WEBBING TEXTILE NYLON TUBULAR 2015 PIA 0
29 PIA-DTL-

40137C
CLEVISES RIGGING AIR DELIVERY TYPE: GENERAL SPECIFICATION FOR 2015 PIA 0

30 PIA-C-5040F CORD FIBROUS NYLON 2015 PIA 0
31 PIA-H-7195C HARDWARE PARACHUTE GENERAL SPECIFICATION FOR 2015 PIA 0



32 PIA-TS-100 Standardized Nomenclature for Ram-Air Inflated Gliding Parachutes 2015 PIA 0
33 PIA-W-38282C WEBBING TEXTILE ARAMID TUBULAR 2015 PIA 0
34 PIA-TEST

METHOD-
6015

STRENGTH AND ELONGATION TESTING SPECTRA CORD; SPLICED SPECIMEN METHOD 2015 PIA 0

35 PIA-W-38283C WEBBING TEXTILE ARAMID 2015 PIA 0
36 PIA-C-2005 CLOTH PARACHUTE NYLON 2014 PIA 0
37 PS22022 SLIDE BAR, PARACHUTE HARNESS QUICK FIT EJECTOR SNAP 2014 PIA 0
38 PS22003 LINK - LAP SAFETY BELT 2014 PIA 0
39 PIA-TEST

METHOD-
2611D

NONFIBROUS MATERIALS IN COTTON ENZYME METHOD 2014 PIA 0

40 PIA-C-17183D CORD NYLON BRAIDED TUBULAR SPLICEABLE 2014 PIA 0
41 PIA-W-43685C WEBBING AND TAPE TEXTILE ARAMID FIBER 2014 PIA 0
42 PIA-TEST

METHOD-
503A

PERMANENCE OF SET AND SHRINKAGE IN PARACHUTE FABRICS (BOILED WATER TEST METHOD) 2014 PIA 0

43 PIA-W-17337B WEBBING TEXTILE WOVEN NYLON 2014 PIA 0
44 PIA-T-87130C TAPE AND WEBBING TEXTILE PARA-ARAMID INTERMEDIATE MODULUS 2013 PIA 0
45 PIA-T-43709B TAPE TEXTILE ARAMID 2013 PIA 0
46 PS70104C HOUSING PARACHUTE RIPCORD 2013 PIA 0
47 PIA-TEST

METHOD-
3000A

PERCENT SOLIDS ADD-ON FOR CORD NYLON CLASS F DETERMINATION OF 2013 PIA 0

48 PIA-C-43375C CLOTH DUCK NYLON 12.5 OUNCE 2013 PIA 0
49 PIA-C-1200 CORD SPECTRA CORELESS 2013 PIA 0
50 PIA-C-17208B CLOTH PARACHUTE 240-PERMEABILITY; FOR USE WITH UNDERWATER ORDNANCE 2013 PIA 0
51 PIA-C-7219C CLOTH DUCK NYLON 2013 PIA 0
52 PIA-C-87129D CORD FIBROUS ARAMID BRAIDED 2013 PIA 0
53 PIA-STD-851F CODING: MANUFACTURER_S IDENTIFICATION NYLON PARACHUTE CLOTH 2013 PIA 0
54 PIA-T-5038G TAPE TEXTILE AND WEBBING TEXTILE REINFORCING NYLON 2013 PIA 0
55 PIA-TEST

METHOD-
6016F

STRENGTH AND ELONGATION BREAKING OF CORDAGE; NON-SPLICED SPECIMEN METHOD 2013 PIA 0

56 PS90296A Spring Band Parachute Container Opening 2013 PIA 0
57 PIA-TEST

METHOD-
6010C

SHRINKAGE OF CORDAGE BOILING WATER METHOD; DETERMINATION OF 2013 PIA 0

58 PIA-STD-905E IDENTIFICATION: NYLON CORD MANUFACTURES_ COLOR CODE 2013 PIA 0
59 PIA-T-6134C TAPE TEXTILE NYLON PARACHUTE CONSTRUCTION 2013 PIA 0
60 PIA-STD-505 BROAD FABRICS VISUAL DEFECTS DICTIONARY FOR PIA-C-7020 FABRIC (GUIDE) 2013 PIA 0
61 PIA-C-2003A CLOTH AND SHEETING POLYESTER AND COTTON BLEND 2013 PIA 0
62 PIA-W-43668C WEBBING, TEXTILE, TEXTURED OR MULTIFILAMENT NYLON 2012 PIA 0
63 PIA-T-43618C TAPE PRESSURE SENSITIVE FOR MENDING NYLON PARACHUTE CANOPIES 2012 PIA 0
64 PIA-C-3395D CLOTH NETTING; NYLON OR POLYESTER 2011 PIA 0



65 PIA-C-43805C CLOTH NETTING PARACHUTE SKIRT EXTENSION NYLON RASCHEL KNIT 2011 PIA 0
66 PIA-TS-112 Harness/Container _ AAD Installation Test Protocol - Version 1.0 2011 PIA 0
67 TS 135 PERFORMANCE STANDARDS FOR PERSONNEL PARACHUTE ASSEMBLIES AND COMPONENTS - Revision

1.5
2011 PIA 0

68 PIA-C-498C CLOTH PARACHUTE SYNTHETIC FIBER (FOR AMMUNITION PARACHUTES) 2011 PIA 0
69 PIA-C-419B CLOTH DUCK UNBLEACHED PLIED-YARNS ARMY AND NUMBERED 2011 PIA 0
70 PIA-W-530B WEBBING TEXTILE COTTON GENERAL PURPOSE NATURAL OR IN COLORS 2011 PIA 0
71 PIA-TS-108.1 Parachute Canopy Fabric Pull Test Non-Destructive Method 2010 PIA 0
72 PIA-C-5646D CLOTH AIRPLANE 2009 PIA 0
73 PIA-TB-252 Mid-Cycle Reserve/Emergency Parachute Maintenance Guidelines 2009 PIA 0
74 PIA-TB-200 Technical Bulletin Format 2009 PIA 0
75 PIA-TEST

METHOD-
5202B

STIFFNESS OF CLOTH DIRECTIONAL; CANTILEVER BENDING METHOD 2009 PIA 0

76 PIA-TS-104
ATTACHMEN
T 1

CANOPY STUDY 2009 PIA 0

77 PS70118B Link Assembly-Connector Separable Parachute - MS70118 2008 PIA 0
78 PIA-TB-221 Warning Label for Harness/Containers 2008 PIA 0
79 PIA-T-1001A TAPE TEXTILE NYLON PARACHUTE CONSTRUCTION 2008 PIA 0
80 PIA-TB-251 Component Compatibility Issues 2008 PIA 0
81 PS22010B ANCHOR-LAP SAFETY BELT - MS22010 2007 PIA 0
82 PIA-TEST

METHOD-
6004C

LENGTH PER UNIT WEIGHT; CORDAGE 2007 PIA 0

83 PIA-TS-120
AIRTEC

AAD Design and Testing Report Format 2004 PIA 0

84 PS22002D Link Removable Connector Parachute & Barricade 2004 PIA 0
85 PIA-TB-242 Fabric Strength Testing of _Orphaned_ Reserve Canopies 2000 PIA 0
86 PIA-TB-241 Container Grommets and Small Suspension Lines 2000 PIA 0
87 TS-124 Parachute Industry Association Specifications Committee Review Procedure 1999 PIA 0
88 PIA-TB-222 Warning Label for Main Canopy 1999 PIA 0
89 PIA-T-38377 Tape Textile Aramid - Renamed from MIL-T-38377A(USAF) 28 September 1978 1999 PIA 0
90 PS70105 BAND, SPRING, PARACHUTE PACK OPENING 1999 PIA 0
91 PS27767 RETAINER-SNAP, PARACHUTE LANYARD 1998 PIA 0
92 PS90295 HOOK, BAND,PARACHUTE, CONTAINER OPENING 1998 PIA 0
93 PS70092 Fastener Parachute Pack - MS70092 1998 PIA 0
94 TS 116 RIGGING INCIDENT REPORT 1997 PIA 0
95 PIA-TB-260 AAD / RSL Survey Report 1997 PIA 0
96 PIA-TS-120

2.01
AAD Design and Testing Report Format 1995 PIA 0

97 PIA-TS-110 Manufacturers Product Service Bulletin Format 1994 PIA 0
98 PIA-TS-114 Student Equipment Standardization Guidelines 1992 PIA 0
99 PIA-TS-106 Parachute Owners Manual Format 1989 PIA 0
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100 PIA-TB-262 USPA/PIA Ram Air Static Line Test Jumps 1989 PIA 0
101 PIA-TB-224 Warning Notice 1988 PIA 0
102 PIA-TS-104 Canopy Study 1987 PIA 0
103 PIA-TS-102 Major Component Definitions and Standard Equipment List for Sport Parachute Equipment Subassemblies 1986 PIA 0
104 PIA-TB-240 Plastic Ripcord Handles 1985 PIA 0
105 PIA-TB-261 DUAL SQUARE REPORT 1905 PIA 0
106 PIA-TS-122 Considerations for Developing a Rapid Refueling Manual 1900 PIA 0
107 PIA-TB-223 Warning Label for Reserve Canopy 1900 PIA 0


