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Id Number Title Year Organization Page
1 QP 3 Certification Standard for Shop Application of Complex Protective Coating Systems 2025 SSPC  
2 SP 10 Near-White Metal Blast Cleaning 2024 SSPC  
3 PAINT 46 Elastomeric, water based, high build, flat, performance-based coating for masonry and concrete 2024 SSPC 0
4 PA 1 SHOP, FIELD, AND MAINTENANCE COATING OF METALS 2024 SSPC  
5 PAINT 16 Coal Tar Epoxy Polyamide, Black (or Dark Red) Coating 2023 SSPC 0
6 TR 5 Design, Installation, and Maintenance of Protective Polymer Flooring Systems for Concrete - NACE 02203 2023 SSPC 0
7 GUIDE 12 Guide for Illumination of Industrial Painting Projects 2023 SSPC 10
8 TR 2 Wet Abrasive Blast Cleaning - NACE 6G198 2023 SSPC 17
9 AB 3 Ferrous Metallic Abrasive 2023 SSPC 0
10 PAINT 33 Coal Tar Mastic Coating, Cold-Applied 2023 SSPC 0
11 PAINT 39 Two-Component Aliphatic Polyurea Topcoat Fast or Moderate Drying, Performance-Based 2023 SSPC 0
12 AB 4 Recyclable Encapsulated Abrasive Media (in a compressible cellular matrix) 2023 SSPC 0
13 PA 6 Fiberglass-Reinforced Plastic (FRP) Linings Applied to Bottoms of Carbon Steel Aboveground Storage Tanks - NACE

NO. 10
2023 SSPC 0

14 PAINT 32 Coal Tar Emulsion Coating 2023 SSPC 0
15 QP 4 Standard Procedure for Evaluating the Qualifications of Contractors Disturbing Hazardous Coatings During Demolition

and Repair Work
2023 SSPC 0

16 PA 2 Procedure for Determining Conformance to Dry Coating Thickness Requirements 2022 SSPC 36
17 Guide 18 Specifiers Guide for Determining Containment Class and Environmental Monitoring Strategies for Lead-Paint Removal

Projects
2022 SSPC 16

18 PA 15 Material and Preparation Requirements for Steel Test Panels Used to Evaluate the Performance of Industrial Coatings 2022 SSPC 8
19 PA 16 Method for Evaluating Scribe Undercutting on Coated Steel Test Panels Following Corrosion Testing 2022 SSPC 6
20 QP 5 Standard Procedure for Evaluating Qualifications of Coating and Lining Inspection Companies 2022 SSPC 15
21 PA Guide 5 Guide to Maintenance Coating of Steel Structures in Atmospheric Service 2022 SSPC 22
22 PA 14 Application of Thick Film Polyurea and Polyurethane Coatings to Concrete and Steel Using Plural-Component Equipment 2021 SSPC 13
23 GUIDE 6 GUIDE FOR CONTAINING SURFACE PREPARATION DEBRIS GENERATED DURING PAINT REMOVAL

OPERATIONS
2021 SSPC 22

24 PAINT 29 Zinc Dust Sacrificial Primer, Performance-Based 2021 SSPC 11
25 SP 16 Brush-Off Blast Cleaning of Coated and Uncoated Galvanized Steel, Stainless Steels, and Non-Ferrous Metals 2020 SSPC 8
26 SP 11 Power-Tool Cleaning to Bare Metal 2020 SSPC 0
27 CPC-1 Corrosion Prevention and Control Planning 2020 SSPC 46
28 PA Guide 11 Protecting Edges, Crevices, and Irregular Steel Surfaces by Stripe Coating 2020 SSPC 9
29 Paint 20 Zinc-Rich Coating Type I Inorganic and Type II Organic 2019 SSPC 4
30 PA 19 Standard for Visual Evaluation of Pinholes in a Concrete or Masonry Coating 2019 SSPC 3
31 Guide 17 Guide to Developing a Corporate Safety Program for Industrial Painting and Coating Contractors 2019 SSPC 16
32 AB 1 Mineral and Slag Abrasives 2019 SSPC 7
33 TU 8 The Use of Isocyanate-Containing Paints as Industrial Maintenance Coatings 2019 SSPC 11
34 Paint 40 Zinc-Rich Moisture-Cure Polyurethane Primer, Performance-Based 2019 SSPC 5



35 QP 2 Standard for Evaluating Painting Contractors (Removal of Hazardous Coatings from Industrial/Marine Structures) 2019 SSPC 9
36 SP CAB-1 Thorough Blast Cleaning 2019 SSPC 5
37 SP CAB-2 Intermediate Blast Cleaning 2019 SSPC 5
38 SP CAB-3 Brush Blast Cleaning 2019 SSPC 5
39 GUIDE 25 Guide for Use and Selection of Powder Coating Systems

for Protective Purposes
2019 SSPC 12

40 GUIDE 26 CONCRETE FLOOR COATING SYSTEM SELECTION GUIDE 2019 SSPC 22
41 GUIDE 27 Recommended Performance Properties for Liquid-Applied Organic Polymeric Coatings and Linings for Concrete

Structures in Municipal Wastewater Facilities
2019 SSPC 7

42 PAINT 42 EPOXY POLYAMIDE/POLYAMIDOAMINE PRIMER, PERFORMANCE-BASED 2019 SSPC 5
43 QP 1 Standard Procedure for Evaluating the Qualifications of Industrial/Marine Painting Contractors (Field Application to

Complex Industrial Steel Structures and Other Metal Components)
2019 SSPC 10

44 SP 17 Thorough Abrasive Blast Cleaning of Non-Ferrous Metals 2019 SSPC 8
45 SP-9 Spot Facing for Bronze, Iron, and Steel Flanges) 2019 SSPC 1
46 SP 13 Surface Preparation of Concrete - NACE No. 6 2018 SSPC 26
47 GUIDE 24 Soluble Salt Testing Frequency and Locations on New Steel Surfaces 2018 SSPC 5
48 CTS 1 Concrete Coating Texture Standard: Classification of Concrete Coating Finish Textures 2018 SSPC 10
49 PA 2 Procedure for Determining Conformance to Dry Coating Thickness Requirements 2018 SSPC 16
50 SP 2 Hand Tool Cleaning 2018 SSPC 3
51 SP 3 Power Tool Cleaning 2018 SSPC 4
52 GUIDE 6 GUIDE FOR CONTAINING SURFACE PREPARATION DEBRIS GENERATED DURING PAINT REMOVAL

OPERATIONS
2018 SSPC 14

53 PA 9 Measurement of Dry Coating Thickness Using Ultrasonic Gages 2018 SSPC 6
54 PA Guide 5 Guide to Maintenance Coating of Steel Structures in Atmospheric Service 2018 SSPC 14
55 PA 18 Specification for Application of Thermal Spray Coating Systems to Steel Bridges 2017 SSPC 31
56 TU 3 Overcoating 2017 SSPC 11
57 SP WJ-1 Waterjetting to Bare Substrate, Includes Editorial Revision 2017 SSPC 9
58 SP WJ-2 Very Thorough Waterjetting 2017 SSPC 9
59 SP WJ-3 Thorough Waterjetting 2017 SSPC 9
60 SP WJ-4 Light Waterjetting 2017 SSPC 9
61 QP COM COMMENTARY ON QUALIFICATION PROCEDURES 2017 SSPC 34
62 SP COM Surface Preparation Commentary for Steel and Concrete Substrates 2017 SSPC 34
63 AB 1 Mineral and Slag Abrasives 2017 SSPC 7
64 PA 2 Procedure for Determining Conformance to Dry Coating Thickness Requirements 2017 SSPC 14
65 PA 7 APPLYING THIN FILM COATINGS TO CONCRETE 2017 SSPC 9
66 AB 3 Ferrous Metallic Abrasive 2017 SSPC 6
67 GUIDE 23 Field Methods for the Determination of Moisture in Concrete and Masonry Walls and Ceilings, EIFS, and Stucco 2017 SSPC 9
68 PAINT 41 Moisture-Cured Polyurethane Primer or Intermediate Coat, Micaceous Iron Oxide Reinforced, Performance-Based 2017 SSPC 5
69 PS 26.00 Aluminum Pigmented Epoxy Coating System Materials Specification, Performance-Based Type I, for Use Over Blast

Cleaned Steel Type II, for Use Over Hand Cleaned Steel - Editorial Revisions November 1, 2004
2016 SSPC 5

70 GUIDE 22 Use and Retention of Pre-Construction Primers on Steel in Shipbuilding 2016 SSPC 10
71 GUIDE 12 Guide for Illumination of Industrial Painting Projects 2016 SSPC 6
72 AB 4 Recyclable Encapsulated Abrasive Media (in a compressible cellular matrix) 2016 SSPC 3



73 ACS 1 Industrial Coating and Lining Application Specialist Qualification and Certification 2016 SSPC 31
74 CPC 1 Corrosion Prevention and Control Planning 2016 SSPC 30
75 CS 23.00 Specification for the Application of Thermal Spray Coatings (Metallizing) of Aluminum, Zinc, and Their Alloys and

Composites for the Corrosion Protection of Steel - NACE No.12; AWS C2.23M/C2.23
2016 SSPC 24

76 SP 1 Solvent Cleaning 2016 SSPC 2
77 PA 1 SHOP, FIELD, AND MAINTENANCE COATING OF METALS 2016 SSPC 12
78 AB 2 Cleanliness of Recycled Ferrous Metallic Abrasives 2016 SSPC 3
79 PA COM Commentary on Paint Application 2016 SSPC 3
80 Paint 24 Latex Semigloss Exterior Topcoat 2016 SSPC 6
81 Guide 18 Specifiers Guide for Determining Containment Class and Environmental Monitoring Strategies for Lead-Paint Removal

Projects
2015 SSPC 11

82 SP 5 (WAB) White Metal Wet Abrasive Blast Cleaning 2015 SSPC 10
83 SP 6 (WAB) Commercial Wet Abrasive Blast Cleaning 2015 SSPC 10
84 SP 7 (WAB) Brush-Off Wet Abrasive Blast Cleaning 2015 SSPC 10
85 SP 10 (WAB) Near-White Metal Wet Abrasive Blast Cleaning 2015 SSPC 10
86 SP 14 (WAB) Industrial Wet Abrasive Blast Cleaning 2015 SSPC 10
87 TU 7 CONDUCTING AMBIENT AIR, SOIL, AND WATER SAMPLING OF SURFACE PREPARATION AND PAINT

DISTURBANCE ACTIVITIES
2015 SSPC 24

88 PA 9 Measurement of Dry Coating Thickness Using Ultrasonic Gages 2015 SSPC 6
89 PA 17 Procedure for Determining Conformance to Steel Profile/Surface Roughness/Peak Count Requirements 2015 SSPC 7
90 GUIDE 21 Guide to Evaluation of Slip and Fall Resistance of Flooring Surfaces 2015 SSPC 16
91 QS 1 Standard Procedure for Evaluating a Coating Contractorâs Advanced Quality Management System 2015 SSPC 9
92 QP COM COMMENTARY ON QUALIFICATION PROCEDURES 2015 SSPC 31
93 PAINT 33 Coal Tar Mastic Coating, Cold-Applied 2015 SSPC 4
94 PAINT 42 EPOXY POLYAMIDE/POLYAMIDOAMINE PRIMER, PERFORMANCE-BASED 2015 SSPC 5
95 AB 4 Recyclable Encapsulated Abrasive Media (in a compressible cellular matrix) 2015 SSPC 3
96 PAINT 39 Two-Component Aliphatic Polyurea Topcoat Fast or Moderate Drying, Performance-Based 2015 SSPC 6
97 QP 8 Standard Procedure for Evaluating the Qualifications of Contracting Firms That Install Polymer Coatings and Surfacings on

Concrete and Other Cementitious Substrates
2015 SSPC 9

98 PAINT 46 Elastomeric, water based, high build, flat, performance-based coating for masonry and concrete 2015 SSPC 4
99 SP-10 Near-White Blast Cleaning 2015 SSPC 17
100 SP-14 Industrial Blast Cleaning 2015 SSPC 17
101 SP-5 White Metal Blast Cleaning 2015 SSPC 17
102 SP-6 Commercial Blast Cleaning 2015 SSPC 19
103 SP-7 Brush-Off Blast Cleaning 2015 SSPC 17
104 TU 12 Ambient-Curing Fluoropolymer Finish Coats Applied to Metal Substrates 2015 SSPC 5
105 PAINT 16 Coal Tar Epoxy Polyamide, Black (or Dark Red) Coating 2015 SSPC 7
106 QP 1 Standard Procedure for Evaluating the Qualifications of Industrial/Marine Painting Contractors (Field Application to

Complex Industrial Steel Structures and Other Metal Components)
2015 SSPC 8

107 PAINT 32 Coal Tar Emulsion Coating 2015 SSPC 4
108 GUIDE 7 GUIDE TO THE DISPOSAL OF LEAD-CONTAMINATED SURFACE PREPARATION DEBRIS 2015 SSPC 12
109 QP 7 Procedure for Evaluating Painting Contractors With Limited Industrial Work Experience 2014 SSPC 6
110 QP 9 Standard for Evaluating Qualifications of Painting Contractors Who Apply Architectural Paints and Coatings 2014 SSPC 8



111 PA GUIDE 13 Guide for Application of Coating Systems With Zinc-Rich Primers to Steel Bridges 2014 SSPC 42
112 PAINT 29 Zinc Dust Sacrificial Primer, Performance-Based 2014 SSPC 5
113 GUIDE 20 Guide for Applying Thick Film Coatings and Surfacings Over Concrete Floors 2014 SSPC 21
114 GUIDE 15 Field Methods for Extraction and Analysis of Soluble Salts on Steel and Other Nonporous Substrates 2013 SSPC 17
115 QP 2 Standard for Evaluating Painting Contractors (Removal of Hazardous Coatings from Industrial/Marine Structures) 2013 SSPC 7
116 PAINT 36 Two-Component Weatherable Aliphatic Polyurethane Topcoat, Performance-Based 2013 SSPC 5
117 PAINT 38 Single-Component Moisture-Cure Weatherable Aliphatic Polyurethane Topcoat, Performance-Based 2013 SSPC 5
118 PAINT 23 Latex Primer for Steel Surfaces 2013 SSPC 5
119 PAINT 44 Liquid-Applied Organic Polymeric Coatings and Linings for Concrete Structures in Municipal Wastewater Facilities,

Performance-Based, Includes Editorial Revision (2013)
2013 SSPC 5

120 SP 11 Power-Tool Cleaning to Bare Metal 2013 SSPC 4
121 PA 15 Material and Preparation Requirements for Steel Test Panels Used to Evaluate the Performance of Industrial Coatings 2013 SSPC 3
122 SP 15 Commercial Grade Power-Tool Cleaning 2013 SSPC 4
123 PAINT 45 Two-Component, Thick-Film Polyurea and Polyurea/Polyurethane Hybrid Coatings, Performance-Based 2013 SSPC 7
124 PAINT 43 Direct-To-Metal Aliphatic Polyurea Coating, Performance-Based 2012 SSPC 6
125 GUIDE 19 Selection of Protective Coatings for Use Over Galvanized Substrates 2012 SSPC 3
126 SP 15 Commercial Grade Power-Tool Cleaning 2012 SSPC 8
127 SP WJ-1 Waterjetting to Bare Substrate, Includes Editorial Revision 2012 SSPC 16
128 SP WJ-2 Very Thorough Waterjetting 2012 SSPC 16
129 SP WJ-3 Thorough Waterjetting 2012 SSPC 16
130 SP WJ-4 Light Waterjetting 2012 SSPC 14
131 PA 12 Preparation of Uncontaminated Rusted Steel Test Panels 2012 SSPC 2
132 PA 14 Application of Thick Film Polyurea and Polyurethane Coatings to Concrete and Steel Using Plural-Component Equipment 2012 SSPC 6
133 PA 16 Method for Evaluating Scribe Undercutting on Coated Steel Test Panels Following Corrosion Testing 2012 SSPC 2
134 QP 5 Standard Procedure for Evaluating Qualifications of Coating and Lining Inspection Companies 2012 SSPC 10
135 PS 28.02 Three-Coat Moisture-Cured Polyurethane Coating System, Performance-Based 2010 SSPC 6
136 TU 11 Inspection of Fluorescent Coating Systems 2010 SSPC 8
137 SP 16 Brush-Off Blast Cleaning of Coated and Uncoated Galvanized Steel, Stainless Steels, and Non-Ferrous Metals 2010 SSPC 5
138 QP 3 Certification Standard for Shop Application of Complex Protective Coating Systems 2010 SSPC 16
139 QP 6 Standard Procedure for Evaluating the Qualifi cations of Contractors Who Apply Thermal Spray (Metallizing) for

Corrosion Protection of Steel and Concrete Structures
2010 SSPC 6

140 QP 2 Standard for Evaluating Painting Contractors (Removal of Hazardous Coatings from Industrial/Marine Structures) 2009 SSPC 7
141 PS 28.01 Two-Coat Zinc-Rich Polyurethane Primer/Aliphatic Polyurea Topcoat System, Performance-Based 2009 SSPC 6
142 AB 4 Recyclable Encapsulated Abrasive Media (in a compressible cellular matrix) 2009 SSPC 3
143 PA GUIDE 9 Measurement of Dry Coating Thickness on Cementitious Substrates Using Ultrasonic Gages 2008 SSPC 5
144 PA GUIDE 10 Guide to Safety and Health Requirements for Industrial Painting Projects 2008 SSPC 4
145 PAINT 41 Moisture-Cured Polyurethane Primer or Intermediate Coat, Micaceous Iron Oxide Reinforced, Performance-Based 2008 SSPC 5
146 QP 9 Standard for Evaluating Qualifications of Painting Contractors Who Apply Architectural Paints and Coatings 2008 SSPC 8
147 PA GUIDE 11 Protecting Edges, Crevices, and Irregular Steel Surfaces by Stripe Coating 2008 SSPC 6
148 PA COM Commentary on Paint Application 2008 SSPC 3
149 GUIDE 18 Specifiers Guide for Determining Containment Class and Environmental Monitoring Strategies for Lead-Paint Removal

Projects
2008 SSPC 11



150 ACS 1 Industrial Coating and Lining Application Specialist Qualification and Certification 2008 SSPC 18
151 PAINTING

MANUAL 1
Good Painting Practice 2008 SSPC 551

152 PAINTING
MANUAL 2

SYSTEMS AND SPECIFICATIONS 2008 SSPC 790

153 PS 12.00 Guide to Zinc-Rich Coating Systems 2007 SSPC 10
154 PS GUIDE

12.00
Guide to Zinc-Rich Coating Systems 2007 SSPC 10

155 QP 6 Standard Procedure for Evaluating the Qualifi cations of Contractors Who Apply Thermal Spray (Metallizing) for
Corrosion Protection of Steel and Concrete Structures

2007 SSPC 6

156 SP 6 Commercial Blast Cleaning 2007 SSPC 6
157 SP 7 Brush-off Blast Cleaning - NACE No. 4 2007 SSPC 5
158 SP 14 Industrial Blast Cleaning 2007 SSPC 6
159 SP 10 Near-White Metal Blast Cleaning 2007 SSPC 6
160 PAINT 40 Zinc-Rich Moisture-Cure Polyurethane Primer, Performance-Based 2007 SSPC 5
161 SP 5 White Metal Blast Cleaning 2007 SSPC 5
162 PA GUIDE 13 Guide for Application of Coating Systems With Zinc-Rich Primers to Steel Bridges 2006 SSPC 27
163 PAINT 36 Two-Component Weatherable Aliphatic Polyurethane Topcoat, Performance-Based 2006 SSPC 7
164 PAINT 38 Single-Component Moisture-Cure Weatherable Aliphatic Polyurethane Topcoat, Performance-Based 2006 SSPC 7
165 PAINT 39 Two-Component Aliphatic Polyurea Topcoat Fast or Moderate Drying, Performance-Based 2004 SSPC 6
166 PAINT 101 Aluminum Alkyd Paint Leafing (Type I) and Non-Leafing (Type II) 2004 SSPC 6
167 PAINT 9 White (or Colored) Vinyl Paint 2004 SSPC 4
168 PAINT 25 BCS Zinc Oxide, Alkyd, Linseed Oil Primer for Use Over Blast Cleaned Steel Type I and Type II 2004 SSPC 6
169 PS COM Commentary on Painting Systems 2004 SSPC 12
170 TU 6 Chemical Stripping of Organic Coatings from Steel Structures 2004 SSPC 4
171 PAINT 8 Aluminum Vinyl Paint 2004 SSPC 4
172 GUIDE 17 Guide to Developing a Corporate Safety Program for Industrial Painting and Coating Contractors 2004 SSPC 24
173 PS 1.13 One-coat Oil Base Slow Drying Maintenance Painting System (Without Lead or Chromate Pigments) 2004 SSPC 2
174 PS GUIDE

20.00
Guide for Selecting Painting Systems for Boottoppings 2004 SSPC 4

175 PS 12.01 One-Coat Zinc-Rich Painting System 2004 SSPC 4
176 PS GUIDE

21.00
Guide for Selecting Painting Systems for Topsides 2004 SSPC 4

177 PAINT 25 Zinc Oxide, Alkyd, Linseed Oil Primer for Use Over Hand Cleaned Steel Type I and Type II 2004 SSPC 6
178 VIS 5 Guide and Reference Photographs for Steel Surfaces Prepared by Wet Abrasive Blast Cleaning - NACE VIS 9; Text Only 2004 SSPC 4
179 PS 1.09 Three-Coat Oil Base Zinc Oxide Painting System (Without Lead or Chromate Pigment) 2004 SSPC 2
180 AB 3 Ferrous Metallic Abrasive 2004 SSPC 6
181 PAINT COM Commentary on Paint Specifications 2004 SSPC 10
182 PAINT 24 Latex Semigloss Exterior Topcoat - Editorial Changes 11/1/2004 2004 SSPC 6
183 PS GUIDE 8.00 Guide to Topcoating Zinc-Rich Primers - Editorial Revisions November 1, 2004 2004 SSPC 8
184 PA GUIDE 5 Guide to Maintenance Coating of Steel Structures in Atmospheric Service - Editorial Revisions November 1, 2004 2004 SSPC 11
185 PS 18.01 Three-Coat Latex Painting System 2004 SSPC 2



186 PS GUIDE
19.00

Guide for Selecting Painting Systems for Ship Bottoms 2004 SSPC 6

187 PS 15.01 Chlorinated Rubber Painting System for Salt Water Immersion 2004 SSPC 2
188 PS GUIDE 4.00 Guide for Selecting Vinyl Painting Systems 2004 SSPC 6
189 PS GUIDE 2.00 Guide for Selecting Alkyd Painting Systems 2004 SSPC 4
190 PS 4.02 Four-Coat Vinyl Painting System (For Fresh Water, Chemical, and Corrosive Atmospheres) 2004 SSPC 2
191 PS 15.03 Chlorinated Rubber Painting System for Marine and Industrial Atmospheres 2004 SSPC 2
192 PS 15.04 Chlorinated Rubber Painting System for Field Application over a Shop-Applied Solvent Base Inorganic Zinc-Rich Primer -

Editorial Revisions November 1, 2004
2004 SSPC 2

193 PS 4.04 Four-Coat White or Colored Vinyl Painting System (for Fresh Water, Chemical, and Corrosive Atmospheres) - Editorial
Revisions November 1, 2004

2004 SSPC 2

194 TU 10 Procedures for Applying Thick Film Coatings and Surfacings Over Concrete Floors 2004 SSPC 24
195 PS 14.01 Steel Joist Shop Painting System 2004 SSPC 2
196 PS GUIDE

22.00
Guide for Selecting One-Coat Preconstruction or Prefabrication Painting Systems 2004 SSPC 4

197 TU 4 Field Methods for Retrieval and Analysis of Soluble Salts on Substrates 2004 SSPC 8
198 TU 8 The Use of Isocyanate-Containing Paints as Industrial Maintenance Coatings 2004 SSPC 8
199 PS 16.01 Silicone Alkyd Painting System for New Steel 2004 SSPC 2
200 PA GUIDE 4 Guide to Maintenance Repainting with Oil Base or Alkyd Painting Systems 2004 SSPC 3
201 AMBIENT

CONDITIONS
MONITORING AND CONTROLLING AMBIENT CONDITIONS DURING COATING OPERATIONS 2004 SSPC 4

202 PAINT 34 Water-Borne Epoxy Topcoat for Steel Surfaces 2004 SSPC 6
203 PA COM Commentary on Paint Application 2004 SSPC 2
204 VIS 4 Guide and Reference Photographs for Steel Surfaces Prepared by Waterjetting - NACE VIS 7; Text Only 2004 SSPC 6
205 PAINT 35 Medium Oil Alkyd Primer (Air Dry/Low Bake) Type I and Type II 2004 SSPC 6
206 SP 7 Brush-off Blast Cleaning - NACE No. 4 2004 SSPC 5
207 QP 7 Procedure for Evaluating Painting Contractors With Limited Industrial Work Experience 2004 SSPC 6
208 GUIDE 14 Guide for the Repair of Imperfections in Galvanized, Organic, or Inorganic Zinc-Coated Steel Using Organic Zinc-Rich

Coatings
2004 SSPC 4

209 SP 8 Pickling 2004 SSPC 2
210 TU 5 Accelerated Testing of Industrial Protective Coatings 2004 SSPC 12
211 PA 7 APPLYING THIN FILM COATINGS TO CONCRETE 2004 SSPC 9
212 GUIDE 9 Guide for Atmospheric Testing of Coatings in the Field 2004 SSPC 10
213 PAINT 29 Zinc Dust Sacrificial Primer, Performance-Based 2004 SSPC 8
214 PAINT 15 Steel Joist Shop Primer/Metal Building Primer 2004 SSPC 4
215 PS 10.02 Cold-Applied Coal Tar Mastic Painting System 2004 SSPC 2
216 PAINT 28 Water-Borne Epoxy Primer for Steel Surfaces 2004 SSPC 6
217 PS 10.01 Hot-Applied Coal Tar Enamel Painting System 2004 SSPC 2
218 PAINT 27 Basic Zinc Chromate-Vinyl Butyral Wash Primer 2004 SSPC 4
219 TU 1 Surface Tolerant Coatings for Steel 2004 SSPC 4
220 TR 2 Wet Abrasive Blast Cleaning - NACE 6G198 2004 SSPC 8
221 QP 4 Standard Procedure for Evaluating the Qualifications of Contractors Disturbing Hazardous Coatings During Demolition

and Repair Work
2004 SSPC 8



222 CHAPTER 1 HOW TO USE SSPC STANDARDS, SPECIFICATIONS, AND GUIDES 2004 SSPC 8
223 PAINT 20 Zinc-Rich Coating Type I Inorganic and Type II Organic 2004 SSPC 6
224 GUIDE 13 Guide for the Identification and Use of Industrial Coating Materials in Computerized Product Databases 2004 SSPC 12
225 GUIDE 12 Guide for Illumination of Industrial Painting Projects 2004 SSPC 6
226 PAINT 30 Weld-Through Inorganic Zinc Primer 2004 SSPC 6
227 TU 3 Overcoating 2004 SSPC 12
228 VIS 3 Guide and Reference Photographs for Steel Surfaces Prepared by Power- and Hand-Tool Cleaning - Text Only 2004 SSPC 4
229 VIS 1 Guide and Reference Photographs for Steel Surfaces Prepared by Dry Abrasive Blast Cleaning - TEXT ONLY 2004 SSPC 4
230 PAINT 23 Latex Primer for Steel Surfaces 2004 SSPC 6
231 TR 1 Thermal Pre-Cleaning - NACE 6G194 2004 SSPC 6
232 TU 9 Estimating Costs for Protective Coatings Projects 2004 SSPC 14
233 PA 4 Guide to Maintenance Repainting with Oil Base or Alkyd Painting Systems 2004 SSPC 3
234 Guide 10 Guide to Specifying Coatings Conforming to Volatile Organic Compound (VOC) Content Requirements 2004 SSPC 8
235 VIS 1 GUIDE Guide for Reference Photographs for Steel Surfaces Prepared by Dry Abrasive Blast Cleaning 2004 SSPC 4
236 VIS 7 GUIDE Guide and Reference Photographs for Steel Surfaces Prepared by Waterjetting 2004 SSPC 6
237 VIS 9 Guide and Reference Photographs for Steel Surfaces

Prepared by Wet Abrasive Blast Cleaning
2004 SSPC 4

238 SP 13 Surface Preparation of Concrete - NACE No. 6-1997 2003 SSPC 18
239 CS 23.00 Specification for the Application of Thermal Spray Coatings (Metallizing) of Aluminum, Zinc, and Their Alloys and

Composites for the Corrosion Protection of Steel - NACE No.12; AWS C2.23M/C2.23
2003 SSPC 34

240 PA 8 Thin-Film Organic Linings Applied in New Carbon Steel Process Vessels - NACE NO. 10 2003 SSPC 12
241 TR 5 Design, Installation, and Maintenance of Protective Polymer Flooring Systems for Concrete - NACE 02203 2003 SSPC 39
242 QP 7 Procedure for Evaluating Painting Contractors With Limited Industrial Work Experience 2003 SSPC 6
243 QP 8 Standard Procedure for Evaluating the Qualifications of Contracting Firms That Install Polymer Coatings and Surfacings on

Concrete and Other Cementitious Substrates
2003 SSPC 7

244 GUIDE 16 Guide to Specifying and Selecting Dust Collectors 2003 SSPC 15
245 PA 6 Fiberglass-Reinforced Plastic (FRP) Linings Applied to Bottoms of Carbon Steel Aboveground Storage Tanks - NACE

NO. 10
2002 SSPC 13

246 SP 12 Surface Preparation and Cleaning of Cleaning of Metals by Waterjetting Prior to Recoating - NACE NO. 5: 2002 2002 SSPC 12
247 PA GUIDE 5 Guide to Maintenance Coating of Steel Structures in Atmospheric Service - Editorial Revisions November 1, 2004 2002 SSPC 11
248 PAINT 37 Waterborne Epoxy Coating for Cementitious Substrates, Performance-Based - Editorial Revisions November 1, 2004 2002 SSPC 6
249 PS GUIDE 8.00 Guide to Topcoating Zinc-Rich Primers - Editorial Revisions November 1, 2004 2002 SSPC 8
250 GUIDE 10 Guide to Specifying Coatings Conforming to Volatile Organic Compound (VOC) Content Requirements 2001 SSPC 8
251 TU 9 Estimating Costs for Protective Coatings Projects - Editorial Revisions November 1, 2004 2001 SSPC 14
252 PS 27.00 Alkyd Coating System Materials Specification, Performance-Based - Editorial Revisions November 1, 2004 2000 SSPC 6
253 SYSTEM

BOOK
Systems and Specifications Steel Structures Painting Manual Volume 2 2000 SSPC 791

254 TR 3 Dehumudification and Temperature Control During Surface Preparation, Application, and Curing for Coatings/Linings of
Steel Tanks, Vessels, and Other Enclosed Areas - NACE 6A192 (2000 Revision)

2000 SSPC 11

255 VIS 2 Standard Method of Evaluating Degree of Rusting on Painted Steel Surfaces - Editorial Revisions November 1, 2004; Text
Only

2000 SSPC 4

256 SYSTEM Systems and Specifications Steel Structures Painting Manual Volume 2 - Eighth Edition 2000 SSPC 9
257 PS 26.00 Aluminum Pigmented Epoxy Coating System Materials Specification, Performance-Based Type I, for Use Over Blast

Cleaned Steel Type II, for Use Over Hand Cleaned Steel - Editorial Revisions November 1, 2004
2000 SSPC 6



258 TR 4 Preparation of Protective Coating Specifications for Atmospheric Service - NACE 80200 2000 SSPC 7
259 GUIDE 13 Guide for the Identification and Use of Industrial Coating Material in Computerized Product Databases 1998 SSPC 12
260 TU 2 Informational Report and Technology Update - Design, Installation, and Maintenance of Coating Systems for Concrete

Used in Secondary Containment - NACE 6G197
1997 SSPC 46

261 ME 1 Uncontaminated Rusted Steel - Editorial Revisions November 1, 2004 1997 SSPC 2
262 GUIDE 11 Guide for Coating Concrete - Editorial Changes September 1,2000 1997 SSPC 5
263 CHAPTER 4 Paint Specifications 1995 SSPC 2
264 CHAPTER 6 Qualification Procedures 1995 SSPC 2
265 CHAPTER 2 Surface Preparation Specifications 1995 SSPC 2
266 CHAPTER 3 Painting System Specifications 1995 SSPC 4
267 CHAPTER 5 Paint Application Specifications 1995 SSPC 2
268 PAINT 31 Single-Package Waterborne Alkyd Primer for Steel Surfaces, Performance-Based - Editorial Revisions November 1, 2004 1994 SSPC 6
269 TR 1 Thermal Pre-Cleaning - NACE 6G194; Editorial Revisions November 1, 2004 1994 SSPC 6
270 CHAPTER 2.8 Other Methods and Factors in Surface Preparation 1993 SSPC 12
271 CHAPTER 24.0 Painting Navy Ships 1993 SSPC 12
272 CHAPTER 16.2 Cathodic Protection 1993 SSPC 14
273 CHAPTER 2.0 Surface Preparation 1993 SSPC 3
274 CHAPTER 4.3 Corrosion Inhibitive Pigments and How They Function 1993 SSPC 12
275 CHAPTER 3.1 Special Pre-Paint Treatments: Phosphating 1993 SSPC 6
276 CHAPTER 17.7 Power Generation Facilities 1993 SSPC 6
277 CHAPTER 11.0 Painting of Highway Bridges and Structures 1993 SSPC 13
278 CHAPTER 17.6 Painting Food Plants 1993 SSPC 13
279 CHAPTER 14.1 Painting Steel Tanks 1993 SSPC 5
280 CHAPTER 14.2 Lining of Steel Tanks 1993 SSPC 10
281 CHAPTER 1.1 Corrosion of Steel-Simplified Theory 1993 SSPC 7
282 CHAPTER 27.2 Waste Handling and Disposal 1993 SSPC 7
283 CHAPTER 20.0 Thermal Sprayed Coatings 1993 SSPC 9
284 CHAPTER 5.2 Scaffolding 1993 SSPC 8
285 CHAPTER 27.3 Other Regulations Affecting Protective Coatings 1993 SSPC 70
286 CHAPTER 16.1 Coatings for Pipelines and Other Underground Structures 1993 SSPC 14
287 CHAPTER 1.2 Paints for Anti-Corrosion Service 1993 SSPC 9
288 CHAPTER 19.0 Training Programs for Painting 1993 SSPC 4
289 CHAPTER 7.2 Quality Acceptance of Paints - as Received by the User 1993 SSPC 9
290 CHAPTER 2.3 Non-Metallic Abrasives 1993 SSPC 7
291 CHAPTER 27.1 Air Quality Regulations 1993 SSPC 13
292 CHAPTER 2.1 Mechanical Surface Preparation Centrifugal Blast Cleaning 1993 SSPC 10
293 CHAPTER 17.5 Painting Pulp and Paper Mills 1993 SSPC 9
294 CHAPTER 2.5 Water Blast Cleaning 1993 SSPC 4
295 CHAPTER 1.0 Introduction 1993 SSPC 2
296 CHAPTER 22.0 Painting of Galvanized Steel 1993 SSPC 5
297 CHAPTER 5.1 Paint Application 1993 SSPC 18
298 CHAPTER 10.0 Painting of Railroad Bridges and Structures 1993 SSPC 17



299 CHAPTER 18.0 Government Painting Practices 1993 SSPC 4
300 CHAPTER 2.2 Metallic Abrasives 1993 SSPC 13
301 CHAPTER 2.9 Chemical Cleaning 1993 SSPC 8
302 CHAPTER 3.2 Pickling Steel Surfaces 1993 SSPC 13
303 CHAPTER 12.0 Painting of Vessels for Salt Water Service 1993 SSPC 14
304 CHAPTER 2.7 Field Surface Preparation Costs 1993 SSPC 3
305 CHAPTER 17.3 Petroleum Refinery Coatings 1993 SSPC 16
306 CHAPTER 2.4 Abrasive Air Blast Cleaning 1993 SSPC 12
307 CHAPTER 25.0 Design of Corrosion-Safe Structures 1993 SSPC 10
308 A BOOK Good Painting Practice Steel Structures Painting Manual Volume 1 1993 SSPC 669
309 CHAPTER 15.0 Painting Hydraulic Structures 1993 SSPC 19
310 CHAPTER 17.0 Painting of Industrial Plants 1993 SSPC 2
311 CHAPTER 5.3 Safety in Paint Application 1993 SSPC 5
312 CHAPTER 13.0 Painting of Steel Vessels for Fresh Water Service 1993 SSPC 8
313 CHAPTER 23.0 Causes and Prevention of Paint Failure 1993 SSPC 30
314 CHAPTER 2.6 Hand and Power Tool Cleaning 1993 SSPC 7
315 CHAPTER 4.1 Paint Materials 1993 SSPC 8
316 CHAPTER 4.2 Zinc-Rich Primers 1993 SSPC 13
317 CHAPTER 6.0 Inspection 1993 SSPC 26
318 CHAPTER 8.0 Comparative Painting Costs 1993 SSPC 20
319 CHAPTER 17.4 Painting Chemical Plants 1993 SSPC 8
320 CHAPTER 7.1 Quality Control of Paints - as Manufactured 1993 SSPC 6
321 CHAPTER 9.0 Shop Painting of Steel in Fabricating Plants 1993 SSPC 21
322 CHAPTER 26.0 Safety and Health in the Protective Coatings Industry 1993 SSPC 18
323 CHAPTER 27.0 Environmental Regulations Affecting Protective Coatings 1993 SSPC 4
324 CHAPTER 17.2 Painting of Coke and Steel Plants 1993 SSPC 6
325 CHAPTER 17.1 Waste Treatment Plants 1993 SSPC 11
326 CHAPTER 21.0 Hot Dip Galvanizing 1993 SSPC 16
327 PAINT 11 Red Iron Oxide, Zinc Chromate, Raw Linseed Oil and Alkyd Primer - Editorial Revisions September 1,2000 1992 SSPC 4
328 PAINT 2 Paint Specification No. 2 Red Lead, Iron Oxide, Raw Linseed Oil and Alkyd Primer 1991 SSPC 5
329 PAINT 1 Paint Specification No. 1 Red Lead and Raw Linseed Oil Primer 1991 SSPC 5
330 PAINT 107 Paint Specification No. 107 Red Lead, Iron Oxide, and Alkyd Intermediate Paint 1991 SSPC 4
331 PS 1.07 Painting System Specification No. 1.07 Three-Coat Oil Base Red Lead Painting System 1991 SSPC 2
332 PAINT 13 Paint Specification No. 13 Red or Brown One-Coat Shop Paint 1991 SSPC 5
333 PS 2.03 Painting System Specification No. 2.03 Three-Coat Alkyd Painting System with Red Lead Iron Oxide Primer (For Weather

Exposure)
1991 SSPC 2

334 PS 4.05 Painting System Specification No. 4.05 Three-Coat Vinyl Painting System with Wash Primer and Vinyl Alkyd Finish Coat
(for Atmospheric Exposure)

1991 SSPC 2

335 PS 4.03 Painting System Specification No. 4.03 Three-Coat Vinyl Painting System with Wash Primer (For Salt Water and Weather
Exposure)

1991 SSPC 2

336 PS 8.01 Painting System Specification No. 8.01 One-Coat Rust Preventive Painting System with Thick-Film Compounds 1991 SSPC 2
337 PS 23.00 Guide for Thermal Spray Metallic Coating Systems 1991 SSPC 4
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338 PS 4.01 Painting System Specification No. 4.01 Four-Coat Vinyl Painting System with Red Lead Primer (for Salt Water or
Chemical Use)

1991 SSPC 2

339 PS 1.08 Painting System Specification No. 1.08 Four-Coat Oil Base Red Lead Painting System 1991 SSPC 2
340 PS 1.11 Painting System Specification No. 1.11 Three-Coat Oil Base Red Lead Painting System 1991 SSPC 2
341 PS 24.00 Latex Painting System for Industrial and Marine Atmospheres, Performance-Based - Editorial Revisions November 1, 2004 1991 SSPC 6
342 PS 15.02 Chlorinated Rubber Painting System for Fresh Water Immersion - Editorial Revisions November 1, 2004 1985 SSPC 2
343 PAINT 22 Epoxy Polyamide Paints (Primer, Intermediate, and Topcoat) - Editorial Changes 11/1/2004 1982 SSPC 6
344 PS 2.05 Three-Coat Alkyd Painting System for Unrusted Galvanized Steel (For Weather Exposure) 1982 SSPC 2
345 PAINT 21 White or Colored Silicone Alkyd Paint Type I, High Gloss Type II, Medium Gloss - Editorial Changes 11/1/2004 1982 SSPC 8
346 PAINT 5 Zinc Dust, Zinc Oxide and Phenolic Varnish Paint - Editorial Changes September 1,2000 1982 SSPC 5
347 PS 11.01 Black (or Dark Red) Coal Tar Epoxy Polyamide Painting System - Editorial Revisions November 1, 2004 1982 SSPC 2
348 PAINT 19 Chlorinated Rubber Topcoat Paint - Editorial Changes 11/1/2004 1982 SSPC 6
349 PS GUIDE 7.00 Guide for Selecting One-Coat Shop Painting Systems - Editorial Revisions November 1, 2004 1982 SSPC 2
350 PA GUIDE 3 A Guide to Safety in Paint Application - Includes Editorial Changes: July 1, 1995 1982 SSPC 18
351 PS GUIDE

15.00
Guide for Selecting Chlorinated Rubber Painting Systems - Editorial Revisions November 1, 2004 1982 SSPC 4

352 PAINT 103 Black Phenolic Paint - Editorial Changes September 1,2000 1982 SSPC 5
353 PAINT 104 White or Tinted Alkyd Paint - Editorial Changes 11/1/2004 1982 SSPC 4
354 PS 9.01 Cold-Applied Asphalt Mastic Painting System with Extra-Thick Film - Editorial Revisions November 1, 2004 1982 SSPC 2
355 PAINT 108 High-Build Thixotropic Leafing Aluminum Paint - Editorial Changes 11/1/2004 1982 SSPC 4
356 PAINT 26 Slow Drying Linseed Oil Black Maintenance Primer (Without Lead and Chromate Pigments) - Editorial Changes

11/1/2004
1982 SSPC 4

357 PS GUIDE 3.00 Guide for Selecting Phenolic Painting Systems - Editorial Changes September 1,2000 1982 SSPC 3
358 PS 13.01 Epoxy Polyamide Painting System - Editorial Revisions November 1, 2004 1982 SSPC 4
359 PS 1.10 Four-Coat Oil Base Zinc Oxide Painting System (Without Lead or Chromate Pigment) - Editorial Revisions November 1,

2004
1982 SSPC 2

360 PAINT 18 Chlorinated Rubber Intermediate Coat Paint - Editorial Changes 11/1/2004 1982 SSPC 6
361 PAINT 17 Chlorinated Rubber Inhibitive Primer - Editorial Changes 11/1/2004 1982 SSPC 6
362 PAINT 106 Black Vinyl Paint - Editorial Changes 11/1/2004 1982 SSPC 4
363 PAINT 24 Latex Semigloss Exterior Topcoat - Editorial Changes 11/1/2004 1982 SSPC 6
364 PAINT 12 Cold-Applied Asphalt Mastic (Extra Thick Film) - Editorial Changes September 1,2000 1982 SSPC 5
365 PS 1.12 Three-Coat Oil Base Zinc Chromate Painting System - Editorial Changes September 1, 2000 1982 SSPC 2
366 PS 1.04 Three-Coat Oil-Alkyd (Lead- and Chromate-Free) Painting System for Galvanized or Non-Galvanized Steel (With Zinc

Dust-Zinc Oxide Linseed Oil Primer)
1982 SSPC 2

367 PAINT 102 Black Alkyd Paint - Editorial Revisions November 1, 2004 1982 SSPC 4
368 PS GUIDE 1.00 Guide for Selecting Oil Base Painting Systems - Editorial Revisions November 1, 2004 1982 SSPC 4
369 REFERENCES

& GLOSSAR
Referenced Organizations; Standards and Specifications Referenced in Volume 2; Glossary - Eighth Edition 0 SSPC 19


